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1. MATERIALS AND FINISH:
68.40+0.25 INSULATOR- GLASS FILLED THERMO-PLASTIC
60324025 POLYESTER, 94V-0 RATED, BLACK.
CONTACTS- PHOSPHOR BRONZE
£9.16+0.25 CONTACTS PLATING:

/#4#0 Threaded Insert

GOLD FLASH ON MATING POINT, 100u” TIN PLATING
ON TAIL SECTION, 50u” NICKEL UNDERPLATING.
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o 2. ELECTRICAL CHARACTERISTICTS:
- CONTACT RESISTANCE:
= CONTACT TO DAUGHTER CARD- 10 MILLIOHMS.
~ 9.00 OPERATING VOLTAGE- 1500 VDC
516040 25 —Accepts 1.60 mm  INSULATION RESISTANCE- 5000 MEGOHMS. —
— 1.80 /] fhickness PCB. CONTACT CURRENT RATING- 5 AMPS AT 30°C
— A - ‘ ‘ ~ 3.MECHANICAL CHARACTERISTICS:
'T— ———————— ____—\[\ g =2 OPERATING TEMPERATURE- -55°C TO +125°C
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RECOMMENDED PCB LAYOUT. - EDGE CONNECTOR 3.81mm PITCH
MAT'L 6000-12A-2 W/TMOUNTING EARS
HOUSING; PBT UL94V-0 APPD: SINGLE ROW
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