B SPECIFICATIONS

POLES: 4-100

MATERIAL: NORLY-V1 ,BLACK
CURRENT RATING:3A AC,DC

VOLTAGE RATING:250V AC,DC
TEMPERATURE RANGE: -25'C~+85C
INSULATION RESISTANCE: 1000M €2 min.
WITHSTAND VOLTAGE: 800V AC/minute
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(A) iy 2.40 4 508 | 2354 56 | 7112 | 6858
6 762 | 508 58 | 7366 | 7112
3 1016 | 762 60 | 7620 | 7366

19 12.70 1 10,16 62 7874 | 7620
12 1524 | 12.70 64 81.28 | 7874
14 1778 | 1524 66 83.82 | 81.28
16 2032 | 17.78 68 86.36 ; 8382
18 22.86 | 2032 70 3890 | 8636
20 2540 | 22.86 72 91.44 | 8890

f 2| 2794 | 25.40 74| 9398 | 9144
74 | 3048 | 2794 76 | 9652 | 93.98

i f 39 26 | 3300 | 3048 78 | 99.06 | 9652
‘ 38 | 35.96 | 33.02 30 | 101.60 | 99.06

36 | 38.10 | 35.56 100 | 127.00 | 124.46

32 | 4064 | 38.10
34 43.18 | 40.64
36 | 4572 | 43.18
14.0 38 4826 | 45.72
40 50.80 | 48.26
42 | 5334 | 50.80
44 | 5588 | 5334
46 5842 | 55.88
" 48 | 6096 | 58.42
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50 63.50 60,96 AB RABITF
52 | 66.04 | 63.50 2% 2p~3x10p +0.10
54 6858 | 66.04 2x11p~2x20p +0.20

2x21p~2x30p +0.30
2:31p~2x40p +0.40
2x41p-2x50p +0.50
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