RoHS

Compliant
2002/85/EC

A £0.15

11.40£0.2

8.11x0.1

DIELECTRIC WITHSTANDING : 500VAC FOR ONE MINUTE
CONTACT RESISTANCE : 30m (MAX)
INSULATION RESISTACE : 1000M (MIN)
OPERATING TEMPERATURE : -25°C ~+ 85°C

RETENTION FORCE : 0.30KG PER PIN (MIN)

INSULATOR : PBT + 30%GF UL 94V-0
CONTACTS : PHOSPHOR BRONZE

o.%7 NOTES :

& | SPECIFICATIONS :

4 " 374}3543%3 Lo 0 CURRENT RATING : 1 AMP
PAPSSTSr e VOLTAGE : 250 AC / DC MAX.
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RECOMMENDED P.C.Board Layout

(o
o & DIMENSION
% . PARTS NO. (mm) A B c ) E F G H i
o “_l__ MMMMM 254X—D-2_QP-PBT 15.56 1556 9.10 9.10 508 508 10.16 10.16 17.55
- &8 254X-D—2§_P-PBT 18.10 18.10 11.66 11.66 7.62 7.862 12.70 12.70 21.25
L 254X-D-32P-PBT 20.60 18.10 14.17 11.68 762 10.16 12.70 15.24 23.00
L] 254X—D—ﬁ_P-PBT 23.48 23.48 16.78 16.78 12.70 12.70 17.78 17.78 28.50
O 254X-D-52P-PBT 2588 | 2588 | 1928 | 1828 | 1524 | 1524 | 2032 | 2032 | 3245
254X-D-68P-PBT 31.66 31.66 24.35 2435 20.32 20.32 25 40 25 .40 38.30
254 254X~D-%P-PBT 36.66 36.66 29.38 2938 25.40 25.40 30.48 30.48 46.85
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