RoHS

Compliant
2002/35/EC

MATERIAL

€103 INSULATOR : GLASS-REINFORCED THERMOPLASTIC.
B+0.3 CONTACT : PHOSPHOR BRONZE.
PLATING : ALL TIN, LEAD FREE.
A20.2 x 800 350
CHAMFER . 125 l 565 SPECIFICATION
— i VOLTAGE RATING : 250 VAC RMS.
] | CURRENT RATING : 1 AMP.
ny ] o DIELECTRIC WITHSTANDING VOLTAGE : 500 VCA RMS 60 Hz.
N &r\q——-— — FOR 1 MINUTE.
. - INSULATION RESISTANCE : 1000 MO MIN AT 500 VDC.
9 Wb % 46“ Ll — CONTACT RESISTANCE : 25 mQ MAX.
o PIN1 / ,,_LL,_v 2.80 8 DURABILITY : 20 CYCLES.
o ENVIRONMENTAL
TEMPERATURE RANGE : -40°C ~ +85°C
(Bottom View)
As2s Circuit < Dimegsion = Circuit A Dimegsion =
A - P 375 5.30 8.40 21 25.00 27.55 29.65
5 5.00 7.55 9.65 22 26.25 28.80 30.90
1.25 20.85 6 6.25 8.80 10.90 23 27.50 30.05 32.15
/ 1.25 | 0.65 7 7.50 10.05 12.15 24 28.75 31.30 33.40
1 8 8.75 11.30 13.40 25 30.00 32.55 34.85
9 10.00 12.55 14.65 26 31.25 33.80 35.90
-Ju{}‘!%} | Hg%- — ke | 10 11.25 13.80 15.90 27 32.50 35.05 37.15
| LT o bd b I j’ i b b b 11 12.50 15.05 17.15 28 33.75 36.30 38.40
ot ey St i 5 12 13.75 16:30 18:40 29 3500 37.55 39:65
i [fmk?‘[ {?l o o K 4 K 13 15.00 17.55 19.65 30 36.25 38.80 40.90
0 o
PIN 1 250 o I b b4 14 16.25 18.80 20.90 31 37.50 40.05 4215
- [ 15 17.50 20.05 22.15 32 38.75 41.30 43.40
7 A } KN) %\JQ 16 18.75 21.30 23.40 33 40.00 4255 44,65
17 20.00 22.56 24.65 34 41.25 43.80 45.90
‘ FPC/FFC T=0.30£0.05 18 21.25 23.80 25.90 35 42,50 45.05 47.15
TOLERANCE - +0.05 19 22.50 25.05 27.15 36 43.75 46.30 48.40
STANDARD PCB LAYOUT 20 2375 | 2630 | 2840
THIRD ANGLE DESIGN UNITS TITLE: FPC/FFC 1.25 PITCH NON ZIF TOP | GENERAL TOLERANCES : . "
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