RoHS

Compliant
200285/EC

MATERIAL :

H+0.25 INSULATOR : PBT + 30% GLASS FIBER (UL 94V-0).
G+0.2 CONTACT : COPPER ALLOY.
C+0.2 CONTACT PLATED : GOLD OR TIN OVER NICKEL PLATED.
B+0.2 SPECIFICATION :
A;otz ‘ CURRENT RATING : 1 AMP
— < WITHSTANDING VOLTAGE : AC 500V FOR 1 MINUTE.
g‘? 2.54 0 INSULATION RESISTANCE : 1000 MQ MIN. AT DC 500V.
‘ ! CONTACT RESISTANCE : 15 mQ MAX.
< _rt:?gmm_ I ( {i—f OPERATING TEMPERATURE : -40°C ~ +105°C
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o =3 Pos. | Dim. A | Dim.B |Dim. C |Dim. D | Dim. E | Dim. F | Dim. G | Dim. H
% ™ @ @ E @ = 10 | 10.16 | 18.10 | 32.00 | 11.43 | 21.86 | 15.42 | 39.10 | 47.20
2 @ @ - 14 | 1524 | 23.18 | 37.08 | 16.51 | 26.94 | 20.50 | 44.18 | 52.28
W ﬂ 16 | 17.78 | 25.72 | 39.62 | 19.05 | 29.48 | 23.04 | 46.72 | 54.82
1.27 20 | 22.86 | 30.80 | 44.70 | 24.13 | 34.56 | 28.12 | 51.80 | 59.90
1 D+0.2 8.3 24 | 27.94 | 35.88 | 49.78 | 29.21 | 39.64 | 33.20 | 56.88 | 64.98
£+0.2 26 | 30.48 | 38.42 | 52.32 | 31.75 | 42.18 | 35.74 | 59.42 | 67.52
- 9 3.0 30 | 35.56 | 43.50 | 57.40 | 36.83  47.26 | 40.82 | 64.50 | 72.60
o 34 | 4064 | 4858 | 62.48 | 41.91 | 52.34 | 4590 | 69.58 | 77.68
= R 40 | 48.26 | 56.20 | 70.10 | 49.53 | 59.96 | 53.52 | 77.20 | 85.30
T ng‘““””““”“ T ___ﬂ D © 50 | 60.96 | 68.90 | 82.80 | 62.23 | 72.66 | 66.22 | 89.90 | 98.00
F40.2 1 8.2 80 | 73.66  81.60 | 95.50 | 74.93 | 85.36 | 78.92  102.60 | 110.70
— - 64 | 7874 | 86.68 |100.58 | 80.01 | 90.44 | 84.00 | 107.68 | 115.78
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