HSF *E
Compliant D Specifications
B Current Rating : 3A
*A Insulation Resistance : 5000 MQ min. at 500V DC
3.96 Typ. Contact Resistance : 20 mQ max.
2-93.10 Dielectric Withstanding : 500V for 1 minute
- Operating Temperature :-25°C ~ +85°C
2k Contact Material : Brass
‘L\QL Insulator Material : PBT + 30% Glass Fiber, UL 94V-0 (Blue)
\ Finish : Gold plated over Nickel
S Packing : Tray
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No.of | i A | Dim.B | Dim. ¢ | Dim. D | Dim.E | | N% % | Dim. A | Dim. B | Dim. C | Dim. D | Dim. E
contacts contacts
: f : : | '1 10 15.84 | 24.06 | 2740 | 3494 | 41.24 44 83.16 | 91.38 | 94.72 | 102.26 | 108.56
o 1 e 12 19.80 | 28.02 | 31.36 | 38.90 | 45.20 48 91.08 | 99.30 | 102.64 | 110.18 | 116.48
i—U '!' 16 2772 | 3594 | 39.28 | 46.82 | 53.12 50 95.04 | 103.26 | 106.60 | 114.14 | 120.44
J- 20 3564 | 43.86 | 47.20 | 54.74 | 61.04 56 106.92 | 115.14 | 118.48 | 126.02 | 132.32
22 39.60 | 47.82 | 51.16 | 58.70 | 65.00 60 | 114.84 | 123.06 | 126.40 | 133.94 | 140.24
1.0 © 24 43.56 | 51.78 | 55.12 | 62.66 | 68.96 62 118.80 | 127.02 | 130.36 | 137.90 | 144.20
Dip type < 28 5148 | 59.70 | 63.04 | 70.58 | 76.88 64 |122.76 | 130.98 | 134.32 | 141.86 | 148.16
— 30 55.44 | 63.66 | 67.00 | 74.54 | 80.84 70 | 13464 | 142.86 | 146.20 | 153.74 | 160.04
32 5940 | 67.62 | 70.96 | 78.50 | 84.80 72 138.60 | 146.82 | 150.16 | 157.70 | 164.00
36 67.32 | 7554 | 78.88 | 86.42 | 92.72 86 |[166.32 | 174.54 | 177.88 | 185.49 | 191.48
40 75.24 | 83.46 | 86.80 | 94.34 | 100.64
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