HSF

) — Specifications
Compliant : oG Poles 2 ~ 24
8 aa Current & Voltage Rating : 7A & 250V AC, DC max.
* T Insulation Resistance : 1000 MQ min.
- 8 4.20£0.05 Dielectric Withstanding : AC 1500V for 1 minute
8 . % Wowberis Operating Temperature : -25°C ~ +85°C
9 5.5:0.15 3: v9.740.2 Insulator Material : Nylon-66, UL 94V-2 (Nature)
< Packing : Bag
1 ] 4420A-xxM
No. of contacts
02P 04P
No. of Dimension
contacts A B
02 5.5
04 420 97
- ; 06 8.40 | 139
08 12.60 | 18.1
Q E 10 16.80 | 22.3
s 4.20 12 2100 26.5
{'\'} . 14 25.20 | 30.7
< A 16 29.40 | 34.9
B 18 33.60 | 39.1
‘ . 11.6£0.2 20 37.80 | 43.3
| | 22 42,00 | 475
; " — 24 46.20 | 51.7
N —
9 il Tolerance :
; 02 ~ 08P : A+0.20, B£0.30
06-24P T UUUUU || UULUU |—“ 10 ~ 16P : A+0.30, Bx0.40
1 ‘ T 18 ~ 24P : A%0.40, B£0.50
*9.740.2
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