RoHS

Compliant MATERIAL
200/EC 30.81+0.3 HOUSING : HIGH TEMPERATURE HOUSING
24.99+0.3 (UL 94V-0 ) WITHSTANDS AND
16.3020 2 #4-40UNC yPR SOLDERING METHODS
Lttt CONTACTS : PHOSPHOR BRONZE
e PLATING : SELECTIVE GOLD PLATED.
7 05 04 03 (§ 5\ SPECIFICATION
0| S @ . s 7 7 CURRENT RATING : 1 AMP
o~ O 000 INSULATOR RESISTANCE : 5000 MQ MIN. AT DC 500V.
CONTACT RESISTANCE : 20 mQ MAX_ AT DC 100mA.
L ) OPERATING TEMPERATURE : -40°C ~ +105°C
Wy OTITIrrrTrg \W/i MAX PROCESSING TEMPERTURE : 250°C FOR 3~5 SECONDS
277
DBEZXxxFGTDQVOO
é 300 N : 4
1 T X I iRss
FHEITTTTEE [Jg
Q O  ————— A
o 40
o - 0 21.30 10.75
24.99 ,
‘ 15.96 . 23.2072
® @ Q
/C) Q000G 0O00O \
o 20.9°9 1385 \ o1.402
% S
(. ® KB TRA T @ THIRD ANGLE D.Ez:ft;:!::: TITLE: D-SUB C:?;l(;\lnfn(i;r(%RFsEli:ngP TYPE | GENERAL TOLERANCES - DRAWN ks DATE |97/10/03
; JAw JAWS CO, LTD. SIZE: SCALE: SHEET: BARTS NO.: i0'30 CHECK —~— QO (0 é
Fiicin, Taps ten Tavwan, A4 | FREE| 1/ DBE2XxxFGTDQV00 iﬁ"&; pate {7 (0.
TEL:886-2-2692-2898 CPN NO- DWG NO. REV. Rl
886.2.2602- APPROV
e DAN NO. 59710-003 JAWS-SOP-DBE2X001 | 01 © Eﬁf\t 3 |DaTE QLo5




