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B+0.3 Current Rating : 1A
Insulation Resistance : 1000 MQ min.
4.80 Ca
] P Dielectric Withstanding : 500V AC
/ Contact Resistance : 20 mQ min.
Operating Temperature : -40°C ~ +105°C
]; o oo :E Max. Processing Temp. : 260+10°C for 3~5 seconds
( Contact Material : Brass / Phosphor Bronze
Insulator Material : LCP, UL 94V-0 (Black)
*C+0.3 | Finish : 0.6p" Gold plated / 120" Tin plated
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| © Material
= J [l E : LCP + Brass (standard)
. D' ; F : LCP + Phosphor Bronze
5.600.3 1.27 ._J_._ |__sao40 Segtion : D-D!
A Plating
GF : 0.6u" Gold plated (standard)
TT : 120" Tin plated
= A | No. of contacts
S| | 127 .
| | 2 Circuits |——2meNSIOD | Gircuits —5— D5 oM
o DHDHDHDDUD 06 | 254 | 18.31 | 8.46 34 | 20.32 | 36.09 | 26.24
@l T -] 10 5.08 | 20.85 | 11.00 40 24.13 | 39.90 | 30.05
© N1 12 6.35 | 2212 | 12.27 44 26.67 | 42,44 | 32.59
1 UDUUDDDUDD | 14 | 7.62 | 23.39 | 13.54 50 | 30.48 | 46.25 | 36.40
16 8.890 | 24.66 | 14.81 60 36.83 | 52.60 | 42.75
0.76 20 | 11.43 | 27.20 | 17.35 64 | 39.37 | 55.14 | 45.29
26 16.24 | 31.01 | 21.16 66 40.64 | 56.41 | 46.56
Recommended P.C.B. Layout 30 | 17.78 | 33.55 | 23.70 68 | 41.91 | 57.68 | 47.83
TITLE: 4 5 -
‘...(.PJ Aw ® BRI | @ S Froieron :E:‘:E'T:gj 1.27mm Latch Header SMT Type SR DRAWN e |parE| 20102900
JAWS CO, LTD. SIZE: SCALE: SHEET: PARTS NO.: AK o0 ' ;
;';;;llﬁﬁ?fi:é;ﬂ‘;;:%;::ﬁ_mng Street, A4 FREE 1/1 LH4MC 1 00xA000x XXX +0.20 | CHECKED “’\_,“Q’ AN DATE | 2010/08/18
TEL:886-2-2692-2898 CPN NO.: DWG NO.- REV. X XXX +0.10
3 2= - 8
s s com DAN NO.. 58808-007 JAWS-SOP-LH003 02 |mncie  swm |[APPROVED ] 9 |oate| 201008118




