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CONTACT POINT
FEATURES

DOUBLE TURING FORK TYPE CONTACT GUARANTEES HIGH RELIABILITY
2 54mm PITCH LOW-PROFILE MINI TYPE MATCH TO 0.64mm SQ. POSTS
MATERIAL

INSULATOR : P.B.T

CONTACT : SEE ORDER INFORMATION

TERMINAL : PHOSPHOR BRONZE

SPECIFICATION

CURRENT RATING : 3 AMPERES MAX

CONTACT RESISTANCE : 30 mQ MAX

INSULATION RESISTANCE : 1000 MQ MIN

DIELECTRIC WITHSTANDING VOLTAGE : AC 650 VOLTS RMS.

MJ1A045xxBx1

BASE COLOR

A - BLACK (STANDARD)
C:RED

E : YELLOW

F : GREEN

G : BLUE

J: WHITE

——= MATERIAL
B: P.B.T + PHOSPHOR BRONZE

PLATING CODE

GF : 0.6p" GOLD PLATED (STANDARD)

G3: 10u" GOLD PLATED ON CONTACT AREA
0.6u" GOLD PLATED ON THE OTHER
15p" GOLD PLATED ON CONTACT AREA
0.6y" GOLD PLATED ON THE OTHER
30p" GOLD PLATED ON CONTACT AREA
0.6u" GOLD PLATED ON THE OTHER
80u" TIN PLATED

200u" TIN PLATED
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TITLE: .
(3 OB ERAT | DS LS | mentinon CL&%"'%?'&",\"S‘JEMZE%W CENERALTOLERANGES'| DRAWN | iS5 | DATE |98/05/13
JAw JAWS CO., LTD. SIZE: SCALE: SHEET: PARTS NO.- — iO.SO
TF1,NOS1, Lane 185, Kang Mirg St A4 | FREEl 11 MJ1A045xxBx1 CHECK )/~ @M DATE Fp €74
TEL:886-2-2692-2898 CPN NO.- DWG NO.: REV. =
Fotn e o com DAN NO.. S8805-019 JAWS-SOP-MJ002 01 APPROVE ’&%\%—E— [ |DATE| 95.6K




