RoHS

Compliant
2002/85E0

MJ2PB Bx1

2.0 x NO. OF CONTACTS 0.3 = BASE COLOR

A : BLACK (STANDARD)
C:RED

E:YELLOW

F: GREEN

G :BLUE

J: WHITE
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CONTACT POINT

4.00

PLATING CODE

GF : 0.6y" GOLD PLATED (STANDARD)

G3: 10u" GOLD PLATED ON CONTACT AREA
0.6p" GOLD PLATED ON THE OTHER

G4 : 15p" GOLD PLATED ON CONTACT AREA
0.6u" GOLD PLATED ON THE OTHER

G5 : 30p" GOLD PLATED ON CONTACT AREA
0.6u" GOLD PLATED ON THE OTHER

TA : 80" TIN PLATED

TB : 200u" TIN PLATED

FEATURES
DOUBLE TURING FORK TYPE CONTACT GUARANTEES HIGH RELIABILITY

2.00mm PITCH LOW-PROFILE MINI TYPE MATCH TO 0.50mm SQ. POSTS
MATERIAL

INSULATOR: PB.T

CONTACT : SEE ORDER INFORMATION

TERMINAL : PHOSPHOR BRONZE

NO. OF CONTACTS PER ROW (2-10P)

EX.2x5: 05
SPECIFICATION
CURRENT RATING : 2 AMPERES MAX
CONTACT RESISTANCE * 30mQ MAX
INSULATION RESISTANCE : 1000 MO MIN
DIELECTRIC WITHSTANDING VOLTAGE : AC 650 VOLTS RMS.
TTLE: 2 Omm PARALLEL JUMPER : ,
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