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MATERIAL :

CONTACTS : PHOSPHOR BRONZE
INSULATOR : LCP + 30% G.F. UL 84V-0
SHELL : BRASS

MECHANICAL :

MATING : 35N MAX.

WITHDRAWAL FORCE : 7N MIN.
DURABILITY : 5000 CYCLES MIN.
ELECTRICAL :

CONTACT-MAX [AMPS] : 1.0A
VOLTAGE-MAX [VOLTS] : 30V
WITHSTANDING VOLTAGE : 500V AC
CONTACT RESITANCE [OHMS] : 50 mQ MAX.
INSULATION RESISTANCE [OHMS] : 1000 MQ MIN.
PLATING :

- EJ’ — 5 5 CONTACTS : SEE ORDER INFORMATION
i SOLDER : 100u" MATTE TIN PLATED
o L L SHELL : NICKEL OVER ALL PLATING
2|3 olo S ENVIRONMENTAL :
- pal TEMPERATURE RANGE : 40°C ~ +105°C
(o]
1 = &
g @ [ B J 0 8.55 UBMIOCO5xxEQx1
4.40
| 3.20 PACKING
REm— V: TRAY
7.70 3.90 3 i 0.50 R : REEL
9.90 4.90 - I Q : FILM + REEL
| 1
— g g PLATING
6.90 | GT : 1y GOLD PLATED ON CONTACT
8 4.60 o fan 3 (UsB 1)
- D ) [ € @ GU : 304" GOLD PLATED ON CONTACT
vl (USB 2.0)
o Thofool o 2 x 20.90 —
o« N W 1 _
1.45
= 5.87 o RECOMMENDED P.C.B PATTERN LAYOUT
THIRD ANGLE DESIGN UNITS TITLE: GENERAL TOLERANCES : s 9
@ w ® SR ERA A @ €3 Froworon | mmmCIncs MINI USB 5F SMT DRAWN Tirhse DATE |97/07/29
2 JA JAWS CO., LTD. = SCATE SHEET SARTS NO- +0.30 S 0
7F-1, NO.31, Lane 169, Kang Ning Street, ; DATE ) 50
TN wpeii;‘;e;ém:gi_ ing St A4 | FREE| 1/1 __ UBMI10CO5xxEQx1 _ |
TEL 886-2-2692-28 CPN NO.: - . 4-., {\ ¥
FAX:886-2-2692-2618 APPROVE & 7 DATE Z (.3
it s com DAN NO.. S9707-067 JAWS-SOP-UB009 01 /%@:, (e




