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C;;g;ggggr 7.40 Specification
— _— 2.00 Current & Voltage Rating : 1.5A at 250V AC minimum.
Dielectric Withstanding Voltage : 500V (AC) for 1 minute
— l 7T Contact Resistance : Before life test 30 mQ max.,
i I 8 after life test 50mQ max.
| -y Insulation Resistance : 1000 MQ min.
il ". Insertion Force : 35N max.
2l g | = —- g Extraction Force : 10N min.
59' jf | - b~ Solderability : Terminal shall be immersed in flux before test,
||"- then dip in molten solder for 5+0.5 sec. at 245+5°C.
| == e vt ) . N Insulator Material : LCP , UL94V-0 (Black / White)
) I & Vi TJ PR R SE RS R T A Contact Material : Brass , t=0.25mm
<l ' I g ?f?ﬁ_[};f\ﬂ}@o.1(?1m ’j$ ﬂ’ﬁﬂp 1 Shell Material : K7, t=0.30mm
k N 23084004 ﬂ%mlﬁaﬁv% FIRIEEA > Finish : Contact : Gold plating
i3 4g 5 & *Eﬂlmffwﬁ‘f’ﬁ‘fi'ﬂ?ﬁ AARHRLE Solder : 100p"~120y" Tin plated over 50p"~80" Nickel
. : *g FLAVFImINYE 751 0] LAE#80.12mm - Shell : 50~80u" Nickel plating over 50" Copper
, 12.50 g 3 oo
— ~ ﬂﬂ*‘
o
i (@‘] o
= [ i EJ:'_‘ to; 2.10 _,_§ °
= £\ }_r 220 _ ’» g
*12.40 l =
*15.70 § — =
w
| gl = & = e
4 e — ©
] ) .
L ﬂ T UBF004xxExV21
ﬂ]]]:[ ‘—» Insulatar Color + Shell plating / l 250
o Q : Black + Nickel plated -
S S : White + Nickel plated pcg / 250 | ||
| ar_ | 1 Plating 50
GT : 1p" Gold plated on contact area 12.10
(USB 1.1)
i U L GU : 30" Gold plated on contact area 13,20
(USB 2.0)
025 Recommended P.C.B Layout
; THIRD ANGLE DESIGN UNITS TITLE: GENERAL TOLERANGES : N——
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