Rated volt Maximum Maximum sustained
Ratl ng Cap markl ng EXXALZSOV Rated current ate VVO 49€ | voltage drop | power dissipation
] 50mA 10000mV
Logo cap marking: oA a000mY
80mA 7000mV
100mA 6000mV
GFG63 GFG63-PR 125mA 5500mV
160mA 5000mV
31.8£0.8——~ ———————38.5£1.5—————— 200mA 4000mV 16w
250mA 3500mV
T - — 326408 315mA 3000mV
©6.35+0.1 \ 400mA 250 2500mV
¢ 4 ) 4% \ i}j\ 500mA 2000mV
62206 162w | o%omA 1500mY
800mA 500mV
X i 1A 400mV
1 45.5¢2.0 1 1.25A 400mV
1.6A 300mV 2 5W
2A 250mV
- ) - 2.5A 250mV
GFG63'PA 3.15A 150 250mV
4A 250mV
———50.0£1.0————32.620.8 50.0+1.0 5A 200mV aW
| " T
m
7.04_%3:[ \ :“ . . 10A 200mV
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©0.8+0.05

Test specification according to standard IEC-127-2 SHEET4-2003
Electrical Characteristic

UNLESS OTHERWISE SPECIFIED

% of Rated Ampere | 1.5in [ 2.1In |  2.75In 4in 101N DIMENSIONS ARE INMm | CUSTOMER NO (©)JENN FENG ELECTRIC INDUSTRIAL CO., LTD
D)EC;MOéé-S ANSUZL"AR DRAWN BY Tim TITLE
i i i XX £ 0.25 A ;
In Min. | Max. | Min. | Max. | Min. | Max. | Max. e corawne | CHECKEDBY IR Miniature Cartidge Fuse 6.35x32mm
_@ — = Quick -acting Low Breaking Capacity
S0mA=-100mA 1 4n | 20s | 2ms [200ms| 1ms |30ms | 5ms APPROVED BY

P/N GFG63aX.XXX DATE 2017.09.19 PART NO. GFG63 GFG63'PA/ PR

Above 100mA - 10A | 1h | 20s |20ms (1500ms| 8ms |400ms| 80ms REV B SCALE orawinano. - AA05071105
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