Rating cap marking: TXXAH250V

Rated current

Rated voltage

Maximum
Voltage drop

Maximum sustained
Power dissipation

\
. 100mA 2800mV
Logo cap marking: 25 2600y
160mA 2400mV
200mA 2100mV
GTC63 GTC63-PR 250mA 1500mV
1.6W
315mA 1100mV
-—31.8+0.8——— 38.5+1.5 400mA 1000mV
| 326408 ‘ 500mA 850mV
[ E—— 630mA 650mV
©6.35+0.1 800mA o50 500mV
* Y, 1A 350mV
} 1.25A 300mV
6.2+0.6 6.2+0.6 1.6A 200mV 2.5W
2A 190mV
% 45.542.0 L 2.5A 180mV
GTC63-PA e 3.15A 140mV
4A 100mV
49.541 32.60.8 49.541 ) e 190mV aw
6.3A 100mV
+ 8A 100mV
| 6'810'1? | | s | 10A 100mV
$0.8+0.05
Test specification according to standard IEC-60127-2 SHEET5-2003
Electrical Characteristic 2008.08.05
oo/
% of Rated Ampere | 1.5In | 2.1In 2.75In 41n 10In
UNLESS OTHERWISE SPECIFIED
In Min. | Max. | Min. | Max. | Min. | Max. | Min. | Max. DIMENSIONS ARE WM | CUSTOMER NO. @JENN FENG ELECTRIC INDUSTRIAL CO., LTD.
DECIMALS ANGULAR DRAWN BY JANE
) X £ 05 + 2° TITLE
100mA'800mA 1h 30m|n 250m3 80 S 50mS 5s 5mS 150mS ;é;o?zss(:ALE BRAWING CHECKED BY Mlnlature Cartldge Fuse 635x32mm
—_— - Time -Lag High Breaking Capacity
Above 800mA-3.15A | 1h |30min|[750ms| 80s |95ms| 5s |10ms [150ms @ APPROVED BY | Al LA
P/N GTC63ax.xxx DATE 2008.06.16 PART NO. GTC63 GTC63'PA / PR
Above 3.15 A-10A 1h |30min|{750ms| 80s [150ms| 5s | 10ms |150ms| rgy A SCALE orawina No. - AA06021301
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