I I I Rated Current Breaki_n 9 Rated Voltage oz PPRPA
IMensions 1IN mm capacity S
0.1A 125V/250V
JFC52-P 0.125A 125V/250V
I 0.16A 125V/250V
5 2*0.1 0.2A 125V/250V
JFC52 02 0.25A 125V/250V
| | 10+£2.0 0.3A 125V/250V
0.315A 125V/250V
85, 2+01 20.0£0.5 | 0.4A 125V/250V
27.5+2.0 0.5A 125V/250V
_ _ 0.6A 125V/250V
10+2.0 |._Dia. of Lead wire 0.63A 125V/250V
20.0+0.5 0~4A 20.6 0.7A 125V/250V
5A~15A 30.8 0.8A 125V/250V
1A 125V/250V
1.25A 125V/250V
15A 125V/250V
JFC52-PA - 1.6A 125V/250V
JFC52-PR 2A | @125VIAC [ 125V/250V
28+1.0 2.5A 100A [ 125v/250V
t 3A 250V/AC
38.0£1.0 Maxé40.0 | M1%X+§400 ‘ 3.15A ©2o0A gg%g%
‘_W 0£2. $5.65+0.15 e 3.5A 125V/250V

- 4A 125V/250V
. - 5A 125V/250V
6A 125V/250V
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6.3A 125V/250V
Dia. of Lead wire ;ﬁ gg%g%
0~15A 0.8 +0.05 24120 T0A 125V/250V
16A~30A ¢1 2 iOO5 12A 125V/250V
1 13A 125V/250V
15A 125V/250V
16A 250V
in to 20A 250V/AC 250V
Test standards according 208 @250V 2507
JIS C6575-2: J-1/J-2 B Type 1999 30A 250V
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