Breaking

JFC63-P/PR/PA

D i menSionS in m m J FC63'P Rated Current capacity Rated Voltage @JET
0.1A 125V/250V
JFC63 30+0.8 ‘ 0.125A 125V/250V
1742 0.16A 125V/250V
R 0.2A 125V/250V
30+0.8 | 0.25A 125V/250V
— $6.35+0.15 0.3A 125V/250V
1742 f 0.315A 125V/250V
0.4A 125V/250V
0.5A 125V/250V
— 0.6A 125V/250V
6 3§+0 15 27.5£2 0.63A 125V/250V
39%0. $0.8 0.7A 125V/250V
— 0.8A 125V/250V
1A 125V/250V o
_ 1.25A 125V/250V O
lead wire 0.8 mm only with current 15A Max. 1BA 125V/250V o)
1.6A 125V/250V o
FC63 PA 2A @125V/AC | 125V/250V o
J - J FC63-PR 2.5A 100A  [125v/250V @)
3A @250V/AC | 125V/250V O
36.521.5 3.15A 100A ~ Mosv250v| O
3.5A 125V/250V O
49.5+1 31.5+0.8 49 5+1 | 31.5+0.8 ‘ 4A 125V/250v| O
| 0= s = | 5A 125V/250v| O
6A 125V/250V (@)
I 6.3A 125v/250v| O
| ¢6.84_ro.% ]5 | | , | 7A 125V/250V o)
8A 125V/250V o
i G | 10A 125V/250V o
Dia. of Lead wire 12A 125V/250V 8
- L) Lo 13A 125V/250V
162 ;gﬁ g?g fggg 45.5+2.0 lgA 125V/250V 8
~ .2 +0. A 250V
e : 20A  |@250V/AC | 250V )
Test Specification according to Standard 1] | 25A 300A 250V 8
— 30A 250V
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. . . UNLESS OTHERWISE SPECIFIED
Electrical Characteristic DIVENSIONS ARE INmm | CUSTOMER NO. @JENN FENG ELECTRIC INDUSTRIAL CO., LTD.
w DEC;MO’_*;S ANiUZLfR DRAWN BY Jason p—
Rated Current | 1.3/, | 1.6 /I 2 I XX x 025 CHEoKED By . .
%;T e . Miniature Cartridge Fuse6.35x30mm
/. Min. Max. Max. E APPROVED BY |.{=M'*|
PN oAe 20142021 | PARTNO. JFCB3 JFCB3-P/PA/PR
0.1A~30A 90min | 60min 2min REV C SCALE prawina no.  AA05083102



Rose
鄭副總

Rose
機構名稱、機構部門、日期


