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0~15A #0.8 +0.05
16A~30A 21.2 +0.05

Test standards according to
JIS C6575-2: J-1/J-2 B Type 1999

Electrical Characteristic

\3o/

Rated Current | 1.3 I 1.6 I, 2 I
[ Min. Max. Max.
0.1A~30A | 90 min| 60 min| 2 min

J F652' P Rated Current 2:22;3 Rated Voltage JFGSg/JZT/PA
: 0.1A 125V/250V
0520 ‘ 0.125A 125V/250V
7 0.16A 125V/250V
10120 0.2A 125V/250V
040 5 0.25A 125V/250V
0.3A 125V/250V
27.542.0 0.315A 125V/250V
o 0.4A 125V/250V
ia. of Lead wire 0.5A 125V/250V
e A 0.6A 125V/250V
0.63A 125V/250V
0.7A 125V/250V
0.8A 125V/250V
1A |@125V/IAC [ 125v/250V [e)
1.25A @;gSO/AC 125V/250V 8
1.5A 125V/250V
JFG52-PR 1.6A 100A  [125v/250V o
28+1.5 2A 125V/250V (o)
Max.24.0 2.5A 125V/250V ®)
10£2.0 3A 125V/250V O
| | 3.15A 125V/250V @)
3.5A 125V/250V o
) — A 125v/250v| O
5A 125V/250V o
J BA 125V/250V 8
6.3A 125V/250V
24£2.0 7A 125V/250V @)
8A 125V/250V o
I 10A 125V/250V ®)
12A 125V/250V ®)
13A 125V/250V ®)
15A 125V/250V ®)
16A 250V ®)
20A @250V/AC| 250V @)
25A 300A 250V ®)
30A 250V (@)
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