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1ST end cap stamped Safety mark , Company Logo & R

2ND end cap stamped "Rated Current and Rated voltage "

Note: A: 0.1A~12A Temperature rise shall not exceed 75° C
B: Interrupting Rating shall be measured at 0.7~0.8pf on AC
with a 30 sec voltage hold.

Characteristic specification according to UL 248-1, 14

©Clear-Time-Current Characteristics
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Rated Current capacity Rated Voltage
Breaking C@% -\ W @JET
100mA 125V/250V [e)
125mA 125V/250V [e)
125V/250V
o] @ocssn T8
@125VIAC 10KA
500mA 125V/250V (o)
600mA 125V/250V O
750mA 125V/250V (o)
1A 125V/250V O (®)
1.25A 125V/250V O O
1.5A 125V/250V O (0]
1.6A 125V/250V O O
2A @250V/AC 100A | 125V/250V (o) (o)
2.5A @125VIAC 10KA | 125v/250v [e) o
3A 125V/250V O (@)
3.15A 125V/250V O ()
3.5A 125V/250V O (o)
4A @125V/AC 200A 125V/ 32V (o) (o)
5A @32V/AC 1000A 125V/ 32V o O
6A 32V (o]
6.3A 32v (o)
7A 32v O
@32V/AC 1000A
7.5A 32v O
8A 32v O
10A 32v O
12A 125V/ 32V (0] (@)
13A 125V/ 32V (@] (@)
194 @125VIAC 100A |— V92V o o
1A @32V/AC 1000A 125v732v ®)
20A 125V/ 32V O
25A 125V/ 32V (o)
30A 125V/ 32V (@)

% of Amp rating

100%

135%

200%

Opening Time
Rated Current

Min.

Max.

Max.

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN mm

TOLERANCE
DECIMALS ANGULAR DRAWN BY
X £ 05 + 2°
XX + 0.25
DO NOT SCALE DRAWING CHECKED BY

CUSTOMER NO.

Allan

@JENN FENG ELECTRIC INDUSTRIAL CO., LTD.

@ =

TITLE

| | Miniature Cartridge Fuse 6.35X15.9mm

1A-30A

4 h

3600 S

120 S

P/N

APPROVED BY

REV

pAaTE 2017/12/13

PART NO.

MFG16

G SCALE

DRAWING NO.

AA06092901



Rose
tim-lin

Rose
Ricky

Rose
機構名稱、機構部門、日期


