25.4+0.8

(O

2ND end cap stamped "Rated Current and Rated voltage "

Note: A: 0.25A~30A Temperature rise shall not exceed 75° C
B: Interrupting Rating shall be measured at 0.7~0.8pf on AC

with a 30 sec voltage hold.

C: Fuse shall be withstand an axial pull of 5N
applied to each cap for 1 minute.

Characteristic specification according to UL 248 -14

© Electrical Characteristic

% of Amp rating | 100%

135%

200%

Breaking MFG25
Rated Current capacity Rated Voltage . @US C“US @JET
L57e
250mA 125V/250V (o)
300mA 125V/250V (o)
400mA 125V/250V o
6.350.08 500mA 10KAM25V/AC | 125Vi250V o
600mA 35A/250V/AC 125V/250V [o)
750mA 125V/250V o
800mA 125V/250V o
1A 125V/250V (o) (o]
1.125A 125V/250V (o) (o]
1.25A 125V/250V o (o)
. . 1.4A 125V/250V o o
1ST end cap stamped " Company Logo & safety Logo . PP— o) o
1.6A 125V/250V o (o]
1.8A 10KA/M25VIAC | 125V/250V o) o
2A 100A/250V/AC 125V/2507 o o
2.25A 125V/250V o (o]
2.5A 125V/250V o (o]
3A 125V/250V (o] o
3.2A 125V/250V o (o]
3.5A 125V/250V o (o)
aA 125V/250V (o) (o]
45A 125V/250V (o) (o]
5A 125V/250V o (o]
6A 125V/250V (o) (o]
6.3A 10KA/125VIAC 125V/250V (o) (o]
A 200A/250V/AC prwy— 7o) 7o)
8A 125V/250V o (o]
9A 125V/250V (o) (o]
‘ 10A 125V/250V o o
oooo 12A 125V/250V o (o]
15A 200A/125v/AC | 125VI250V o o
17.5A 200A/250V/AC 125V/250V (o)
w 20A 125V/250V (o]
25A 125V (o]
307 100A/125VIAC 125V o
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Opening Time

Min.

Rated Curren

Max.

Max.

@ =

250mA-30A | 4h

3600 S

120 S

P/N
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Miniature Cartridge Fuse 6.35X25.4mm
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