Rated Current ~ |Breaking capacity| Rated Voltage @MMGS?&—PR —
H H H 63mA 125vi250v | Q | O
Dimensions in mm e v oo
M M G 5 2 100mA 125vi250v | O | O
125mA 125Vi250V | O | O
150mA 125V/250V | O | O
160mA 125V/250V | O | O
T 200mA 125Vi250vV | O | O
#5.243:) 250mA 125Vi250V | O | O
i 300mA @%ix/AC 125vi250v | O [ O
.1+0.6 5,140, 315mA @250V/AC | 125v/250V | O | O
375mA 35A 125vi250v | O | O
20+0.5 400mA 125vi250vV | Q | O
500mA 125VI250V | O | O
600mA 125v/250vV | O | O
630mA 125vi250vV | ©Q | ©
MMG52_PA MMG52_PR 700mA 125V/250v | O | O
750mA 125vi250v | O | ©
800mA 125vi50vV | O | O
28+1.5 1A 125vi250v | O | O | O
38.01.0 Max.24.0 Max.24.0 ‘ 11'255: gga Sggz 8 8 8
5.9+0.3 16A @125VIAC | 125Vi250v | O | O | O
. 2A 10KA 125vi250vV | QO | O | O
= 25A @ZOMAC T 125vi250v | O | O | O
| 36 J — — | 3A 125vi250v | O | O | O
— 3.15A 125vi250v | O | O | O
Dia. of Lead wire sai20 R 3.5 125vi250v | Q | O | O
0~15A ©0.8 £0.05 ’ 4A 125V/250V | O [e)
230, 5A @125V/AC | 125Vi250vV [ O [e)
16A~30A #1.2 0.05 oA o 21500|§//-/\AC 125vi250V | O o
6.3A 200A 125V/250V | O [e)
7A 125V/250V | O [e)
8A 125V/250V | © [e)
10A 125V250V | O le)
12A 32V
13A 32V
gogd 15A @32V/AC,DC 32v
16A 1000A 32v
2017.10.05 20A 32v
25A 32V
w 30A 32V
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