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Dia. of Lead wire

0~15A #0.8 £0.05
16A~30A #1.2 £0.05

Test Specification according to standard
UL 248-1,14

Electrical Characteristic

Pt

45.5+2.0

38

Rated Current Breakingcapacity| Rated Voltage
63mA 125V/250V
80mA 125V/250V
100mA 125V/250V
125mA 125V/250V
160mA 125V/250V
200mA 125V/250V
250mA 125V/250V

| o [
10KA
400mA @250V/AC 125V/250V
500mA 35A 125V/250V
600mA 125V/250V
630mA 125V/250V
700mA 125V/250V
800mA 125V/250V
1A 125V/250V
1.25A 125V/250V
1.5A 125V/250V
1.6A @11205;/,1/-\0 1 2:v;2:gv
2A @250V/AC 125V/250V
2.5A 100A 125V/250V
3A 125V/250V
3.15A 125V/250V
3.5A 125V/250V
4A 125V/250V
5A @125V/AC 125V/250V
6A @ 215(’0'?2 e 125V/250V
6.3A 200A 125V/250V
7A 125V/250V
8A 125V/250V
10A 125V/250V
12A 32v
13A 32V
15A @32V/AC,DC 32V
1000A
16A 32v
20A 32v
25A 32v
30A 32v

@JENN FENG ELECTRIC INDUSTRIAL CO., LTD.

TITLE

Miniature Cartridge Fuse6.35x32mm

Slow Blow Type

parTNO. MSC63 MSC63- PA /PR
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