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Max.24.0

Dia. of Lead wire

0~15A 0.8 +0.05
16A~30A ¢1.2 +0.05

3442.0

* PS:0.4A~6A ()<= Approvals only 125V
Test Specification according to Standard UL 248-1,14

Electrical Characteristic
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Rated Current  |Breaking capacity| Rated Voltage @MSGSiéPAgJET
63mA 125V/250V O O
80mA 125V/250V OO0
100mA 125V/250V Ol 0
125mA 125V/250V O 0
160mA 125viz50v. | O | O
200mA 125V/250V O 0
250mA 125V/250V OO0
300mA @125VIAC 125V/250V Ol 0
315mA 10KA 125viz50v | O | O

% 400mA @250V/AC 125V/250V (o)

% 500mA 35A 125vi250v | O

% 600mA 125V/250V (o)

% 630mA 125V/250V O

% 700mA 125V/250V (o)

% 800mA 125V/250V O

* 1A 125V/250V (o) (o)

* 1.25A 125V/250V (@) O

* 15A 125V/250V (o) (o)

% 16A 125V/250V (o) (o)

* 2A @125VIAC 125V/250V (o) (o)

% 25A @;soof//?Ac 125viesov | O (@)

* 3A 100A 125V/250V (o) (o)

* 3.15A 125V/250V (o) (o)

* 35A 125V/250V (o) (@)

* 4A 125V/250V (o) (o)

* 5A @125VIAC 125V/250V (o) (o)

% 6A @215%6%0 125V/250V O O
6.3A 200A 125V/250V
7A 125V/250V
8A 125V/250V
10A 125V/250V
12A 32v
13A 32V
157 @32V/AC,DC 32V

1000A
16A 32V
20A 32V
25A 32v
30A 32V
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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MM
TOLERENCE
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3.1mA-30A 3600 S

4 h

120 S
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