High Intensity Discharge Ballast

TDC Power Products Co.,Ltd HPM-66E-1251 FOR Mercury LAMP 125W
Cheng Yen Electronic Co.,Ltd QE 125
ELECTRICAL & MECHANICAL SPECIFICATION
ELECTRONICAL SPECIFICATION
Input Voltage 230 Vac
& Frequency 50 Hz
Power Factor(With Capacitor) 0.9 COS 4o
— Line Regulation 6 %
116833 Input Watts(Operating) 144 W (Max)
Lamp Watts 125 W 5%
Lamp Voltage 125 VAC
59 0+0.5 Operating Current(W/ Capacitor) 0.7 A
) ) Lamp Current(Operating) 1.15 A
I S Hi-Pot 3750 VAC/Min
oy Watts Range(Output) 110~140 w
ﬁ o atels Efficency Of Lamp 0.83 n
a4 |1 2 @|-—3F TERMINAL  |yoitage Range At Rated(Output) 116~130  VAC
o m : Current Range At Rated(Output) 1.08~1.2 A
l Current Range At Short Test(Output) 1.40 A
¢ -E%} Time For Starting 15 Min
For Use Lamp QE-125
830+t — BB.0+0.5— Max Distance Ignitor To Lamp 2.0 Ft
m
o
g
ELECTRICAL CIRCUIT MECHANICAL SPECIFICATION
L/d I Dimensions (L*W*H) 93.0762.8*56.0mm
I Weight 2430 g
? IGNITOR (.) Environment:
. — IGN-05 _anp |Operating Temperature -10To40  C
: BALLAST Storage Temperature -20 To 70 C
N/@( L Relative Temperature 40°C +2°C
RELATIVE HUMIDITY 90% RH
IGNITOR CAPACITOR
> C€ DE
“ 40003364
. 12uF/280V
Model: IGN-05 Min. 85C
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