0.079"(2.0mm) Box Header

Dual Row 06 to 68 Contacts
Straight And Right Angle Type Profile : 5.6mm

SPECIFICATION
Current Rating

Insulator Resistance
Contact Resistance
Dielectric Withstanding
Operating Temperature
Contact Material
Insulator Material

Contact Plated
Standard

: 3 Amp

: 1000 Megohms min.

: 20 Milliohms Max.

:AC 500V

:-40°C ~ +105°C

: Phosphor Bronze or Brass
: Polyester, UL 94V-0

Standard : NY-6T
: Full Gold, Full Tin, Selective Plated
: Gold Flash all Over Nickel
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= o 6P 40 182 | 121
i
0 » 8P 6.0 152 | 141
o 10P 8.0 17.2 16.1
1 12P 10.0 19.2 18.1
14P 12.0 21.2 20.1
2.7+0.2 16P 14.0 23.2 221
18P 16.0 25.2 241
20P 18.0 27.2 26.1
22P 20.0 29.2 28.1
24P 22.0 31.2 30.1
26P 24.0 33.2 32.1
N 28P__| 260 | 352 | 34.1
o — 30P | 28.0 [37.2 | 361
C-'\-l 32P 30.0 39.2 38.1
34P__| 320 | 41.2 | 401
0.5 Sq Pin 204005 s Tae s T
40P 38.0 7.2 46.
A£0.15 24P 20 [51.2 | 50.
' ' 50P | 480 572 | 56.1
54P 52.0 61.2 60.1
56P 54.0 63.2 62.1
60P 58.0 67.2 66.1
62P 60.0 69.2 68.1
64P 62.0 71.2 70.1
68P 66.0 75.2 741
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Selective Plated Type
Series No. :I_ Full Gold Type | Gold Plated on Contact Area | Full Tin Type
Tin Plated on Solder Area
No. of Contact ) . .
Torminal Type Terminal Dimension Type GF : Gold Flash | HF : Gold Flash, Tin 100u" | T1 : Tin 100u"
R : Right Angle Type G1: Gold 3u" H1 : Gold 3u", T!n 100u" T2 : Tin 200u"
S : Straight Type INSULATOR COLOR G2 : Gold 5u" H2 : Gold 5u", Tin 100u"
Contact Plated B: BLACK G3: Gold 10u" [ H3: Gold 10u", Tin 100u"
W: WHITE G4 : Gold 15u" | H4 : Gold 15u", Tin 100u"
& BUE G5 : Gold 20u" | H5 : Gold 20u”, Tin 100u"
R: RED G6 : Gold 30u" | H6 : Gold 30u", Tin 100u"
Y: YELLOW




