0.05"(1.27mm) Female Header
Dual Row 04 to 100 Contacts

SMT Type

Profile : 4.3mm

SPECIFICATION

Current Rating
Insulator Resistance
Contact Resistance

Dielectric Withstanding
Operating Temperature
Max Processing Temp

Contact Material
Insulator Material

Contact Plated
Standard

-1 Amp

: 1000 Megohms min.

: 20 Milliohms Max.

: AC 500 V

:-40°C ~ +105°C

:230°C For 30~60 Seconds
(260° C For 10 Seconds)

: Phosphor Bronze

: Polyester, UL 94V-0
Standard : Nylon-6T or L.C.P.
: Full Gold, Full Tin

: Gold Flash all Over Nickel

0.46 + 1.27 x No. of Positions+0.3

1.27 x No. of Contacts - 1.27

3.04 + 1.27 X No. of Contacts - 1.27

I 1 7 7-
I I
nannnnnaonnanl S (éé ¢
= \
- 71 7 I ) 7 ) () (7 7 ) () [ )/ \/ 0
oS RN TN TN AN RN DN AN DR N DA A [> % 7 ©
3 e} e e e ) L ) L -\ -
AN TN TN DN RN DN AN RN N A A N 2 i
Z[UUU00U00U0 J0 L.
Polarization Notch
P e . P.C.B. Layou
o  3.5510.1
| !
] o] L
i —] o |~
© B I_ | < % L]
1| | < I |
= H =0 5 =0 = B e = < L] ‘ I
: _I I— N S
— N = =
08— PIN 0.5X0.15 |/
s 1.27£0.05 —] <_¢I1.20 4.840.3 I
3.04 + 1.27 X No. of Contacts - 1.27
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Series No_:I_ —I—_ PACKING TYPE
Row Type J A: IN TUBE Full Gold Type | Full Tin Type
2- 2 Rows B: W/CAP(CLIP) IN TUBE
No. of Contact Per Row: C: W/FILM IN TUBE GF : Gold Flash | T1 : Tin 100u"
Terminal Type D: W/CAP IN TAPE & REEL o1 Gold 3w | 12 Tin 200ur
M : SMT Type E: W/FILM IN TAPE & REEL G2 ) Gold 5u" .
Contact Plated G3: Gold 10u"
BODY OPTION gg : go:g ;SU"
0 : Leave Blank X . : Go u"
1 : W/Locating Peg 3:Wio Locat|.ng I.Deg G6 : Gold 30u"
& Wi/Polarization Notch & W/ Polarization Notch

2 : W/Locating Peg

& W/O Polarization Notch

4 : W/O Locating Peg
& W/ O Polarization Notch




