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Orderl ng Information
Series No.
Y
Termination type
P=Press fit
S=Solder type
Number of contact -
Power:1-Pin 8-Pins, 10-Pins
4Row: 24,48,96,192 Pin
5Row: 30,60,90,120,240 Pins
Connector type -
M=Male
F=Female
Contact area plating Talil -
03=3 u" Au Tin
10=10u" Au Tin
20=20u" Au Tin
30=30u" Au Tin
For male long tail version
(13.60mm,17.0mm)
Contact area Tail to mating
260=20 u" Au 20u" Au
360=30 u" Au 30u" Au
Tin plated or nickel plated in the middle
110=10 u" Au 10u" Au
210=20 u" Au 20u" Au
310=30 u" Au 30u" Au
gold flash in the middle
Connector Type —
5=180°
R=90"
UL Approval
RoHS Compliant

Pre-mation
For male only,
EG.a8 with extended
pin 2E,the code no-AB 2E.
Omit for the standand
connector
= Location peg
Female
P1=3.0mm
R1=5.2mm
R2=6.0mm
Male
P2=2.5mm
For sloder type only.
Indicate "P" for male
press fit type
L
— ™ Termination "D"
Female A=2.9mm
B=3.6mm
Male  C=4.2mm
E=13.6mm
F=17.0mm
= Color of insulator
1= White
Y
Mating parts
Power Signal unit: mm
Code |[Row | Row |Row | Row | Row Code |Row | Row |Row | Row | Row
No. | a b c d e No. | a b c d e
D 65 | 65 | 65 | 65 6.5 A 575 | 575 | 575 | 575 | 5.75
H 65 (725 | 65 | 65 6.5 B 65 | 5.0 [ 50 | 50 50
K 65 | 80 | 65 | 65 | B5 C 65 | 575|575 | 6.5 |5.75
M 725 | 725 | 725 | 725 | 7.25 D 65 | 65 [ 65 | 65 6.5
N 80 | 80 | 80 | 80 | 80 E 575 | 725 | 575 | 575 | 575
| 14.5 F 50 | 5.0 |50 | 50 | 50
J 16.0 G 80 | 80 |80 | 80 | 80
X As request K 65 [ 80 |65 | 65 | 65
0 Female version L 80 |80 |725 | 65 | 65
P 50 | 50 |65 | 5.0 | 50
X As request
o | Female version
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