3/8-1

Low Profile header 1.27mmx2.54mm

Technical Data :

Insulator Material:

Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :
Dielectric withstanding :
Operating Temperature:
Max. processing Temp:

High Temperature
Thermoplastic,UL 94V-0.
0.46x0.46mm

copper alloy

Au or Sn over Nickel

1 Amp

500 Megohms min
AC 500V for 1 Minute
-40 Cto+105TC.

230 C for 30-60 seconds.

260 C for 10 seconds.

Mates with : 377,IDC Socket

RoHS Compliant
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Recommended P.C.Board

1.27 TYPE

How to order A 0 I O o O s I D B o B
Serie-Nr. Nr.of Contact. Connector Type Dimensions "D* Plating Packing
npmn option
Nrct Dimensions(mm) ’ Nrof Dimensions(mm) y Dimensions  'D'  |Code Cap option Code
contact e contact e As request W Cap 1
A B ¢ A B c ForEg. D=4.05 | XX WO Cap 2
20 | 2070 | 1940 | 1143 20 50 3975 | 3815 | 3048 50 Code Nr.= 4.05 For SMT Type only
2 2451 | 2291 | 1524 2% 60 4610 | 4450 | 3683 60 Plating Opfion [ Code | Paking Option Code
30 27.05 | 2545 | 17.78 30 68 5118 | 4958 | 41.91 68 Gold plated [ 10 Tube F
k! 2059 | 2799 | 2032 3 80 5880 | 57.20 | 49.53 80 Tin plated 50 Tape & Reel 2
40 3340 | 3180 | 24.13 40 100 7150 | 69.90 | 62.23 100 Selective gold flash plated | 60
10u"Selective gold plated 610
Cod
Ef’”"ﬁ” Tt”p,ehl oce 150"Selective gold plated 615
sﬁngr;;S L ‘2 20u"Selective gold plated [ 620
30u"Selective gold plated | 630
W.E.
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