616-2

Pin header strip 2.0mm pitch Horizontal SMT Type Double Row

Technical Data :

Insulator Material:

Contact :

Contact Material:
Plating:

Current Rating :
Insulator resistance :
Dielectric withstanding :
Operating Temperature:
Max. processing Temp:

Mates with :

RoHS Compliant

High Temperature
Thermoplastic,UL 94V-0

0.50x0.50mm.
copper alloy

Au or Sn over Nickel
1 Amp

500 Megohms min.
AC 500V for 1 Minute
-40Tto+105T.

230 C for 30-60 seconds.

260 T for 10 seconds.

136,316,618,618-1,619,620

6 a pm s @ n p BODYWTHPEG
BODY WITHOUT PEG 450
S
<
| | j
5o ]
om
[
I " ]
2.00 00.50
2,0%(No.of Contacts—1) - 2 The cap used for B = 10.0
10.00 < F—E
1 o ] i 10.00
ool Hf= ol o] 3| g t 7N
E b & = = =
olfollclllof|oll|o]|| o = LJ‘U o
1 [J 5 = ¥ <)
L #1.00 §§ al 127 L .l1.60 . LR
5 0X{No.of Contacis—2 o 6.30 2.0XNo.of Positions DTYPE
2.0XNo.of Positions D TYPE
2.00 1.00 2.00 1.00
UUUUUUI UD]HUW UDUUU[
: ‘ o U U D | U U ﬂ
¢De' o
D O O O @ O QDDD]DD a"@/ocacb-@— 000
$1 2 N ! 8‘ R
2~ 9| 4|5 «
Pitch2.0x(n-2) s PRche O £) Pitch2.0x(n-1) Pitch2.0x(n-1)
Pitch2.0x(n—1) Pitch2.0x(n-1 '
(D TYPE) P.C.B. Layout (M TYPE)P.C.B. Layout (D TYPE) P.C.B. Layout (M TYPE)P.C.B. Layout

Howtoorder (g 11 ][ |-{2 ]~ [ = ]l =L L =L - =L
Serie-Nr. Terrnlnal Connector Type Nr.of Plating Packing Location
Contact Oplwon Option Peg
Dimension(mm) Terminal Connector Type Code Plating option Code Packing option Code
B Code Double Row M type 21 Full gold flash plated 10 Tube 1
3.20 1 Double Row D type 22 Tin plated 50 Tape & Reel 2
445 LI Selective gold flash plated 60
40 12 Nr.of Contact Code 100"Selective gold plated 610 Location peg Code
As requert 06~72-Poles Doubl 06~72 i ight=
e ';” o XX S 15u"Selective gold plated 615 V'[‘" ';“‘a""k” ;’esm"‘i‘gbr:;z'm "
. B=2. - only packed with tu
e g Pick & Place pad Code | | 20u'Selective gold plated 620 i :
DE Nr. =2.80 W Cap P 300'Selective gold plated 630 W/ Location peg height=1.30 1
WO Cap 2 W/O Location peg 00
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