923

5.00mm Pitch Mini-Power W/Signal Terminal,Vertical Type

Technical Data :
Insulator Material:

Contact Material:
Clip Material:
Contact Plating:
Clip Plating:
Current Rating :
Voltage Rating:

Operating Temperature :
Max. processing Temp:

Mates with :

RoHS Compliant

High Temperature
Thermoplastic,LCP,UL 94V-0
Copper Alloy for signal contact
Copper Alloy for Power contact
stamped and formed,Copper Alloy
Au or Tin over Nickel

Matt Sn over Nickel
Power:24.7A

Signal:1A
Power:600VAC/848VDC
Signal:300VAC/424VDC

-55 Cto+105 T

230 C for 30-60 seconds.

260 C for 10 seconds.

922

‘ 275
4,445 6.275

I

12.45

445 5.00
I E—

4
|
L
=
N
L]

T

i

 —

@h

W/Location Peg—~_ __ ,_ 1.00
= EEY

4 ©
g2 8
is[77 %

i { Q

W | U Il
2.465 —

_||._e¢1.00

D
Power Pins/End
16 Signal Pins 24 Signal Pins 80 Signal Pins
01 27.44 31.44 59.44
02 37.44 41.44 69.44
Note : Please consult factory for other options
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Serig=Nr. Nr. of left Nr. of Nr. of right Terminal type Power pin Signal pin Location option Cap Packing
power contact signal contact power contact plating plating
Nr. of left i i i i i i
power contact Code Temminal type Power pin plating option Code Location option Code
01 o Dimensions(mm) Code Full gold flash plated 10 WiLocation Peg 10
02 02 C Tin plated 50 WiLocking Clip 20
Elorhtog G:‘;lgna\ Code 2,72 10 Selective gc-)ld flash plated 60 Pick&Place Cap Code
1 % 3.52 11 10u” Selective gold plated 610 WIO Cap 2
432 12 z
24 24 Cod
= = Signal pin plating option ode Packing opfion Code
Full gold flash plated 10 Tube 1
Nr. of right Cod :
power contact 008 Tin plated 50 Ty 5
0 01 Selective gold flash plated 60
02 02 10u” Selective gold plated 610
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