137PF

2.54mm Shrouded header press fit Type

Technical Data :

Insulator Material: High Temperature
Thermoplastic,UL 94V-0
Contact : 0.64x0.64mm
Contact Material: copper alloy
Plating: Au or Sn over Nickel
Current Rating : 3 Amp
Insulator resistance : 5000 Megohms min.
Dielectric withstanding : AC 500V for 1 Minute
Operating Temperature: -40 Tto+105C.
Max. processing Temp: 230 C for 30-60 seconds.
260 C for 10 seconds.
Mates with : 141,157159,160,162,342,348,349,622,624
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Serie-Nr. Nr.of Plating
contact
Nr. of Dimensions(mm) | Code Plating option Code
contact A B
10 1046 | 2031 | 1802 | 010 Full Gold Flash plated 10
14 1524 | 2539 | 2340 | 014 Tin plated =0
16 17.78 | 27.93 | 2564 | 016
20 2286 | 3301 | 3072 | 020 Selective gold Flash plated 60
24 | 2794 | 3809 | 3580 | 024 10u"Selective gold plated 810
2% 3048 | 4063 | 38.34 | 026
20 3556 | 4571 | 4342 | 030 15u*Selective gold plated 615
34| 4064 | 5079 | 4850 | 034 | | pyrselective gold plated 620
40 4826 | 58.41 | 5612 | 040 -
44 5334 | 6349 | 6120 | 044 30u"Selective gold plated 630
50 60.96 | 71.11 | 68.682 | 050
| 6o | 73es | 8381 | 8152 | 080
| &4 | 7874 | 8389 | 860 | 084
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WEITRONIC ENTERPRISE CO., LTD.

Web.Site: www.weitronictw.com.tw E-mail:info@weitronictw.com.tw
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