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IDC Socket Connector DIN 41651 Pitch 2.54mm

Technical Data :

Insulator Material:
Contact :

Plating:

Wire size:
Current Rating :

Contact resistance:

Insulator resistanc

e .

Dielectric withstanding :

Operating Temper.
Mates with :

RoHS Compliant

ature:

Thermoplastic,UL 94V-0

stamped and formed,Phosphor Bronze
Au or Sn over Nickel

2BAWG

3 Amp

20 milliohms Max.
1000 Megohms min.
AC 500V for 1 Minute.
-40CTto+105TC.

Pitch2.54mm 00.635mm male headle
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Serie-Nr. Nr.of Contact Cable Clamp Bump
Nr. of |Dimensions(mm) Nr. of |Dimensions(mm) Cable clamp option Code Plating Option Code
ol 4 E oce Sana ; core Without cable clamy 00 Select Id plated 60
06 | 1216 | 508|06 | 30 | 4266 | 3556 30 ‘ g geclve god plete
08 1474 | 762 | 08 34 4780 | 4064 | 34 With cable clamp 10
10 17.20 | 10.16 | 10 40 5542 | 4826 | 40
12 19.80 | 1270 | 12 44 6056 | 53.34 | 44 Central Bump Code
14 22.50 15.24 | 14 50 68.28 [ 60.96 | 50 W/ Bump 1
16 2494 | 17.78 | 16 56 7574 | 68.58 | 56 WO Bump 2
20 30.08 | 2286 | 20 60 80.96 | 73.66 | 60
24 35.16 27.94 | 24 62 83.32 | 7620 | 62
26 37.58 3048 | 26 64 85.94 | 7874 | 64
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