WEITRPONIC 2.0mm HARD METRIC CONNECTORS

Right Angle Female Type A&C Connectors for Free Boards

e Type A ringle female connector procides 110 contacts in a 5

row x 25 position fully loaded configuration The MPC provides
alignment guide and accepts optional coding keys. This connector

is used in the JI and J4 position of the compact PCI daughter board.
Right angle female half—size type C connector is polarized and
procides 55 signal contcts in 5 ROW X 11 position fully loaded
configuration.

Optional pre—assembled upper and lower ground return shield are

also provided or could be ordered separately.
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Dimensions shown are for reference only,All dimensions millimeters unless othrwise specified.
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WEITRONIC 2.0mm HARD METRIC CONNECTORS

Ordering Information

1688 H 1 A 110 5Fe -0 -15 -00

Series No. Location peg
00=without location peg
10=with location peg

Y
2.0mm Hard metric

Y
Contact finish

1: Female module 90° —=-——- contact area Tails
15: 0.38um Au Tin
30: 0.76um Au Tin
40: 1.0um Au Tin

082: 0.2um PdNi+0.05um Au Matte Tin
282: 0.7um PdNi+0.05um Au Matte Tin

Module Type ==

A=A Type
C=C Type

For male long tails version
(13mm,14.5mm,16mm)

Contact area Tail to mating point
360: 0.76um Au 0.76um Au

Tin plated or nickel plated in the middle

310: 0.76um Au 0.76um Au
Gold flash in the middle

Total Pin Counts -
(Include signal & grounding pins.
Exclude shielding pin)

Female =

2Fd: Row b,d with pins

3Fc: Row a,b,c with pins
3Fe: Row a,c,e with pins
4Fd: Row a,b,c,d with pins
5Fe: Row ab,c,d,e with pins.

—— Ground and Shield

—1: Female 90° with upper
shield cover

—0: Female 90° without upper
shielding cover,
Order female 90° bottom
shielding covers separately.

UL Approval
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