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Ordering Information
1688 H 2 A
Series No.
2.0mm Hard metric
1: Female module 90 ° I E——
2: Male module 180 °
3: Female module 180 *
4: Male module 90 °
Module Type -
A=A Type

B5=B25 Type L=LType AB5=AB25 Type
B2=B22 Type M=M Type AB2=AB22 Type
B1=B18 Type N=NType AB1=AB19 Type
C=C Type P=3 power contact

(Please Refer Page 40,41)

Total Pin Counts
(Include signal & grounding pins.
Exclude shielding pin)

Code for mating length for male and Contact arrangement for female

Male:Tail mating length/Front mating length

A=3.7mm/ 8.2mm
B=3.7mm/ 9.7mm
C=3.7mm/ 11.2mm
D=4.5mm/ 8.2mm
E=4.5mm/ 9.7mm
F=45mm/ 11.2mm
K=13.0mm/ 8.2mm
L=13.0mm/ 9.7mm
M=13.0mm/ 11.2mm

N=14.5mm/ 8.2mm
P=14.5mm/ 9.7mm
Q=14.5mm/ 11.2mm
R=16.0mm/ 8.2mm
S=16.0mm/ 9.7mm
T=16.0mm/ 11.2mm

1x=Any one row has more than one different lenth contact in 1t .

Please consult factory to assign code no.

Female

2Fd: Row b,d with pins

3Fc: Row a,b,c with pins
3Fe: Row a,c,e with pins
4Fd: Row a,b,c,d with pins
5Fe: Row a,b,c,d,e with pins.

UL Approval

Location peg
00=without location peg
10=with location peg

(For A,C,LM,N Type only)

Y
Contact finish
contact area Tails
15: 0.38um Au Tin
30: 0.76um Au Tin
40: 1.0um Au Tin

For male long tails version
(13mm,14.5mm,16mm)

Contact area Tail to mating point
360: 0.76um Au 0.76um Au

Tin plated or nickel plated in the middle

310: 0.76um Au 0.76um Au
Gold flash in the middle

L= Ground and Shield

-1:Male 180 ° row z &f with
grounding pins.Female 90 °
with upper shield cover

-0: Male 180 ° without grounding
pins and Female 90 ° without
upper shielding cover,

Order female 90 °  bottom
shielding covers separately.
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