872

High Speed Double Row Male Headers 0.635mm Pitch SMT B Type

Technical Data :
Insulator Material:

Contact :

Plating:

Current Rating
Ground Plane Rating :
Contact resistance:
Insulator resistance :

Dielectric withstanding :
Operating Temperature:

Max. processing Temp:

Mates with :

High Temperature
Thermoplastic,LCP,UL 94V-0
stamped and formed,Phosphor Bronze
Au or Sn over Nickel

16A@8B0T

87A@80T

20 millichms Max.

500 Megohms min.

AC 500V for 1 Minute.

-55 T to +125-55 T

230 C for 30-60 seconds.
260 T for 10 seconds.

Pitch 0.635mm.871 Series

RoHS Compliant
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; Rated @-3 dB
5mm Stack Height Type Insertion Loss
Single-Ended Signaling -D | B.5GHz/17Gbps
(NA9)X12.7+11.43 Differential Pair Signaling D | 556Hz17G00s
Differential Pair Signaling -DP | 9.56HzA8Gbps
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Serie-Nr. Nr.of Cantact Dimensians{mm) Plaling Packing
opmn optian
Number of contact Code ;
- Plating option Code Gap option Goge
2XIN=19) ] — ]
) " Gold plated 10 eoan
2XIN=38) b T 5
P i Selective gold flash plated 80 -
2 ; 10U" Selective gold plated 810
2Xp-16 o e Packing oplion Code
2X(N=114) 228 30U° Selective gold plated 630 Tube 1
Dimensians A Code Tape & Reel 2]
10.27mm 10 |
17.98mm 2
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